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GENERAL NOTES

DETAILS OF CONSTRUCTION AND WORKMANSHIP NOT SHOWN IN THIS DRAWING
SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

USE THIS DETAIL IN CONJUNCTION WITH THE DETAIL FOR ELECTRICAL HANDHOLE
WIRING, SDD10A01.

USE TIME DELAY FUSE PER LUMINAIRE MANUFACTURER RECOMMENDATION.

WIRING FOR SINGLE LUMINAIRE POLES IS SHOWN WITH SOLID LINES. WIRING FOR
THE SECOND LUMINAIRE OF TWIN LUMINAIRE POLES IS SHOWN WITH DOTTED LINES.

THE PLANS WILL SHOW WHICH CIRCUIT LEG(S) ARE CONNECTED TO EACH
INSTALLATION.

WIRE SIZE FROM THE JUNCTION BOX TO THE POLE HANDHOLE SHALL EQUAL THE SIZE
OF THE POLE WIRE.

THE INTENT OF JUNCTION BOX SPLICES AS SHOWN IN THIS DETAIL IS FOR LIGHTING
SYSTEMS WITH HEAVY LINE WIRE TOO LARGE TO PULL THROUGH THE CONDUIT INTO
THE POLE HANDHOLE, DUE TO CONDUIT FILL REQUIREMENTS OF N.E.C. AND / OR THE
STIFFNESS OF THE WIRE COMPARED TO THE NUMBER OF BENDS IN THE CONDUIT.

IN CASES WHERE LINE WIRE IS LIGHTER, SUCH AS SMALL ER SYSTEMS OR TOWARD
THE FURTHEST END OF A LARGER SYSTEM PULL THE LINE WIRE INTO THE POLE
HANDHOLE FOR SPLICING.
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References:

FDM15-5 Attachment 30.5 and 30.6 for conventional symbols.
Standard Spec. 655 Electrical Wiring

Bid items associated with this drawing:

ITEM NUMBER DESCRIPTION UNIT

655.0600 - 0699 Electrical Wire Lighting (AWG) .....ccoiiiiiiiiiieeee e EACH
Standardized Special Provisions associated with this drawing:

STSP NUMBER TITLE

NONE

Other SDDs associated with this drawing:
SDD10A1 Electrical Handhole Wiring

Design Notes:

Phase-to-Phase systems are used on some municipally-owned structures. The Detail shows double-fused
luminaries. Use this SDD in conjunction with the SDD for Electrical Handhole Wiring.

Contact Person:
Ahmet Demirbilek (414) 220-6801
(414) 322-9606 (Mobile)



https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.5
https://wisconsindot.gov/rdwy/fdm/fd-15-05-att.pdf#fd15-5a30.6
https://wisconsindot.gov/rdwy/stndspec/ss-06-55.pdf
https://wisconsindot.gov/rdwy/sdd/sd-10a01.pdf#sd10a1
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